
Material - BUNA-N, EPDM, FKM, PTFE, Pure White

Pure white enhanced white gaskets are gaining popularity in the food beverage and 
pharmaceutical industries. White gaskets are cleaner and o�er a non-pigmented carbon free 
material. The great �exibility and nonstick surface increases uptime and adds to systems 
continuous performance. Pure white gasket materials, including FKM High Temperature, 
o�er a steam resistance gasket for all CIP and SIP needs.  They come in many types of styles 
including sanitary clamp (Tri-Clamp®) gaskets. This makes it a choice gasket material in a wide 
range of applications. CGS™ enhanced pure white gasket materials are Phthalate (DEHP) Free 
and FDA, USP Class VI. Available in Stay in Place Alignment (SIPA™).

PURE WHITE ENHANCED SANITARY GASKETS

1/2" to 2 1/2"

COMPLETE GASKET SOLUTIONS
TM

cgsmfg.com 888.879.5160795 Commerce Dr. #12 Venice, FL 34292

Additional Sizes Available 

Sizes - .5 inch, .75 inch, 1 inch, 1.5 inch, 2 inch, 2.5 inch

Pure white gaskets meet FDA, USP Class VI Criteria, FDA Title 21 CFR 177 .2600, FDA Title 21 CFR 177 .1550,  
Current Good Manufacturing Practices (CGMP), ASME, Animal Derived Ingredient Free (ADI), FDA Compliant Mold release. BUNA-N is FDA Only.

•  BUNA-N    
•  EPDM
•  FKM
•  PTFE
  

•  Clean Appearance
•  Carbon Free
•  Outstanding Durability
•  Steam in Place (SIP)
•  Non-Stick Surface
•  Sanitary Tri-Clamp®
•  Clean in Place (CIP)

The CGS™ enhanced pure white 
gaskets have virtually no TOC (Total 
Organic Carbons).  In sanitary gasket 
materials any amount of carbon 
found is often an indicator of quality, 
purity and overall cleanliness. A 
typical analysis can show that 
enhanced pure white materials have 
total carbons at less than 5ppm.

Enhanced pure white sanitary 
gaskets leaves no residue comes o� 
ferrules clean. Leaves no tracks and 
adds nothing.  

Material Applications

EPDM
Part Number Size Color
CGS40MPE-W-050 1/2”  White
CGS40MPE-W-075 3/4”  White
CGS40MPE-W-100 1.0” White
CGS40MPE-W-150 1-1/2” White
CGS40MPE-W-200 2.0” White
CGS40MPE-W-250 2-1/2” White
CGS40MPE-W–300 3”  White
CGS40MPE-W–400 4”   White
CGS40MPE-W–600 6”   White
CGS40MPE-W–800 8”   White
CGS40MPE-W–1000 10”  White
CGS40MPE-W–1200 12”  White

FKM
Part Number  Size Color
CGS40MPSFY-W-050  1/2”  White
CGS40MPSFY-W-075  3/4”  White
CGS40MPSFY-W-100  1.0” White
CGS40MPSFY-W-150  1-1/2” White
CGS40MPSFY-W-200  2.0” White
CGS40MPSFY-W-250  2-1/2” White
CGS40MPSFY-W–300  3” White
CGS40MPSFY-W–400  4”  White
CGS40MPSFY-W–600  6”  White
CGS40MPSFY-W–800  8”  White
CGS40MPSFY-W–1000 10”  White
CGS40MPSFY-W–1200 12”  White

ADIFREE OF
Animal Derived
Ingredients

BUNA-N
Part Number Size Color
CGS40MOU-W-050 1/2”  White
CCGS40MOU-W-075 3/4”  White
CGS40MOU-W-100 1.0” White
CGS40MOU-W-150 1-1/2” White
CGS40MOU-W-200 2.0” White
CGS40MOU-W-250 2-1/2” White
CGS40MOU-W–300 3”  White
CGS40MOU-W–400 4”   White
CGS40MOU-W–600 6”   White
CGS40MOU-W–800 8”   White
CGS40MOU-W–1000 10”  White
CGS40MOU-W–1200 12”  White

PTFE
Part Number Size Color
CGS40MPG-050 1/2”  White
CGS40MPG-075 3/4”  White
CGS40MPG-100 1.0” White
CGS40MPG-150 1-1/2” White
CGS40MPG-200 2.0” White
CGS40MPG-250 2-1/2” White
CGS40MPG–300 3”  White
CGS40MPG–400 4”   White
CGS40MPG–600 6”   White
CGS40MPG–800 8”   White
CGS40MPG–1000 10”  White
CGS40MPG–1200 12”  White

•  Available in O-Rings
•  High Temperature
•  Extended Service Life
•   Stay in Place Alignment (SIPA™)
•  Sealing Stability
•  Non-Pigmented
•  FKM Excellent Chemical Resistance


