
Material - BUNA-N, EPDM, FKM, Platinum Cured Silicone, PTFE

Q-Line sanitary gaskets are used with a robust clamp �tting. 
Used in connection environments when heavy duty, thicker, and 
stronger is needed. Found throughout the food, beverage, dairy, 
candy, bakery and pharmaceutical sanitary process industries. 
These are o�ered in a wide range of materials.

Q-LINE SANITARY GASKETS

1" to 4"

COMPLETE GASKET SOLUTIONS
TM
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Additional Sizes Available 

Sizes - 1 inch, 1.5 inch, 2 inch, 2.5 inch, 3 inch, 4 inch

Sanitary Q-Line gaskets meet FDA, USP Class VI Criteria, FDA Title 21 CFR 177 .2600, FDA Title 21 CFR 177 .1550,  
Current Good Manufacturing Practices (CGMP), ASME, Animal Derived Ingredient Free (ADI), FDA Compliant Mold release. BUNA-N is FDA Only.

    BUNA-N (FDA Only)
    EPDM
    FKM
    PTFE
    Flexi-Steel™
    Silicone

Material

PTFE
Part Number Size Color
CGS40QT-100 1.0” White
CGS40QT-150 1-1/2” White
CGS40QT-200 2.0” White
CGS40QT-250 2-1/2” White
CGS40QT-300 3”  White 
CGS40QT-400 4”   White  
CGS40QT-C-100 1.0” Blue
CGS40QT-C-150 1-1/2” Blue
CGS40QT-C-200 2.0” Blue
CGS40QT-C-250 2-1/2” Blue
CGS40QT-C-300 3”  Blue
CGS40QT-C-400 4”   Blue

BUNA-N
Part Number Size Color
CGS40QH-100 1.0” Black
CGS40QH-150 1-1/2” Black
CGS40QH-200 2.0” Black
CGS40QH-250 2-1/2” Black
CGS40QH-300 3”  Black
CGS40QH-400 4”   Black

ADIFREE OF
Animal Derived
Ingredients

APPROXIMATE DIMENSIONS

O.D.I.D.

O.D.

I.D.

1” .90  2.09
1.5” 1.40      2.12
2” 1.89      2.77     
2.5” 2.37     3.46
3” 2.87      4.00
4” 3.87      5.00

FKM
Part Number Size Color
CGS40QSFY-100 1.0” Black
CGS40QSFY-150 1-1/2” Black
CGS40QSFY-200 2.0” Black
CGS40QSFY-250 2-1/2” Black
CGS40QSFY-300 3”  Black
CGS40QSFY-400 4”   Black

EPDM
Part Number Size Color
CGS40QE-100 1.0” Black
CGS40QE-150 1-1/2” Black
CGS40QE-200 2.0” Black
CGS40QE-250 2-1/2” Black
CGS40QE-300 3”  Black
CGS40QE-400 4”   Black

Silicone
Part Number Size Color
CGS40QX-100 1.0” Clear
CGS40QX-150 1-1/2” Clear
CGS40QX-200 2.0” Clear
CGS40QX-250 2-1/2” Clear
CGS40QX-300 3”  Clear
CGS40QX-400 4”   Clear


