
Material - BUNA-N, EPDM, FKM, Flex Ti™ SuperFlex Titanium, Flexi-Steel™, 
Peroxide Cured Silicone, Platinum Cured Silicone, PTFE, MDXD™ Metal Detectable X-Ray Detectable

Sizes - .5 inch, .75 inch, 1 inch, 1.5 inch, 2 inch, 2.5 inch, 3 inch, 4 inch, 5 inch, 6 inch, 8 inch, 10 inch, 12 inch

Sanitary Clamp Type I Gaskets are one of the most common used gaskets today. The gasket of choice 
throughout the sanitary process industries. These are o�ered in a wide range of materials. 
This connection is made up of stainless steel ferrules with the gasket pressed in between. 
The clamp goes over the sides of the ferrules and compresses the two together.
This is a fast, easy, come-together connection that is sanitary.

SANITARY CLAMP TYPE I GASKETS

Sanitary Clamp Gaskets meet FDA, USP Class VI Criteria, FDA Title 21 CFR 177 .2600, FDA Title 21 CFR 177 .1550,  
Current Good Manufacturing Practices (CGMP), ASME, Animal Derived Ingredient Free (ADI), FDA Compliant Mold release. BUNA-N is FDA Only.

Additional Sizes Available 

cgsmfg.com 888.879.5160

COMPLETE GASKET SOLUTIONS
TM

ADIFREE OF
Animal Derived
Ingredients

BUNA-N – Black
Part Number Size Color
CGS40MPU-050 1/2”  Black
CGS40MPU-075 3/4”  Black
CGS40MPU-100 1.0” Black
CGS40MPU-150 1-1/2” Black
CGS40MPU-200 2.0” Black
CGS40MPU-250 2-1/2” Black
CGS40MPU-300 3”  Black
CGS40MPU-400 4”   Black
CGS40MPU-500 5” & 6” Black
CGS40MPU-800 8”  Black
CGS40MPU-1000 10” Black
CGS40MPU-1200 12” Black

BUNA-N – White
Part Number Size Color
CGS40MPU-W-050 1/2”  White
CGS40MPU-W-075 3/4”  White
CGS40MPU-W-100 1.0” White
CGS40MPU-W-150 1-1/2” White
CGS40MPU-W-200 2.0” White
CGS40MPU-W-250 2-1/2” White
CGS40MPU-W-300 3”  White
CGS40MPU-W-400 4”   White
CGS40MPU-W-500 5” & 6” White
CGS40MPU-W-800 8”  White
CGS40MPU-W-1000 10” White
CGS40MPU-W-1200 12” White

EPDM – Black
Part Number Size Color
CGS40MPE-050 1/2”  Black
CGS40MPE-075 3/4”  Black
CGS40MPE-100 1.0” Black
CGS40MPE-150 1-1/2” Black
CGS40MPE-200 2.0” Black
CGS40MPE-250 2-1/2” Black
CGS40MPE-300 3”  Black
CGS40MPE-400 4”   Black
CGS40MPE-500 5” & 6” Black
CGS40MPE-800 8”  Black
CGS40MPE-1000 10” Black
CGS40MPE-1200 12” Black

EPDM – White
Part Number Size Color
CGS40MPE-W-050 1/2”  Black
CGS40MPE-W-075 3/4”  Black
CGS40MPE-W-100 1.0” Black
CGS40MPE-W-150 1-1/2” Black
CGS40MPE-W-200 2.0” Black
CGS40MPE-W-250 2-1/2” Black
CGS40MPE-W-300 3”  Black
CGS40MPE-W-400 4”   Black
CGS40MPE-W-500 5” & 6” Black
CGS40MPE-W-800 8”  Black
CGS40MPE–W-1000 10” Black
CGS40MPE-W-1200 12” Black

FKM – Black
Part Number Size Color
CGS40MPSFY-050 1/2”  Black
CGS40MPSFY-075 3/4”  Black
CGS40MPSFY-100 1.0” Black
CGS40MPSFY-150 1-1/2” Black
CGS40MPSFY-200 2.0” Black
CGS40MPSFY-250 2-1/2” Black
CGS40MPSFY-300 3”  Black
CGS40MPSFY-400 4”   Black
CGS40MPSFY-500 5” & 6” Black
CGS40MPSFY-800 8”  Black
CGS40MPSFY-1000 10” Black
CGS40MPSFY-1200 12” Black

FKM – White
Part Number Size Color
CGS40MPSFY-W-050 1/2”  White
CGS40MPSFY-W-075 3/4”  White
CGS40MPSFY-W-100 1.0” White
CGS40MPSFY-W-150 1-1/2” White
CGS40MPSFY-W-200 2.0” White
CGS40MPSFY-W-250 2-1/2” White
CGS40MPSFY-W-300 3”  White
CGS40MPSFY-W-400 4”   White
CGS40MPSFY-W-500 5” & 6” White
CGS40MPSFY-W-800 8”  White
CGS40MPSFY-W-1000 10” White
CGS40MPSFY-W-1200 12” White

PTFE – White
Part Number Size Color
CGS40MPG-050 1/2”  White
CGS40MPG-075 3/4”  White
CGS40MPG-100 1.0” White
CGS40MPG-150 1-1/2” White
CGS40MPG-200 2.0” White
CGS40MPG-250 2-1/2” White
CGS40MPG-300 3”  White
CGS40MPG-400 4”   White
CGS40MPG-500 5” & 6” White
CGS40MPG-800 8”  White
CGS40MPG-1000 10” White
CGS40MPG-1200 12” White

Flexi-Steel
Part Number Size Color
CGS40MPG-FS-050 1/2”  Gray
CGS40MPG-FS-075 3/4”  Gray
CGS40MPG-FS-100 1.0” Gray
CGS40MPG-FS-150 1-1/2” Gray
CGS40MPG-FS-200 2.0” Gray
CGS40MPG-FS-250 2-1/2” Gray
CGS40MPG-FS-300 3”  Gray
CGS40MPG-FS-400 4”   Gray
CGS40MPG-FS-500 5” & 6” Gray
CGS40MPG-FS-800 8”  Gray
CGS40MPG-FS-1000 10” Gray
CGS40MPG-FS-1200 12” Gray

Flex Ti SuperFlex – PTFE Titanium
Part Number Size Color
CGS40MPG-FT-050 1/2”  Gray
CGS40MPG-FT-075 3/4”  Gray
CGS40MPG-FT-100 1.0” Gray
CGS40MPG-FT-150 1-1/2” Gray
CGS40MPG-FT-200 2.0” Gray
CGS40MPG-FT-250 2-1/2” Gray
CGS40MPG-FT-300 3”  Gray
CGS40MPG-FT-400 4”   Gray
CGS40MPG-FT-500 5” & 6” Gray
CGS40MPG-FT-800 8”  Gray
CGS40MPG-FT-1000 10” Gray
CGS40MPG-FT-1200 12” Gray

Peroxide Cured Silicone
Part Number Size Color
CGS40RXPR-050 1/2”  Clear
CGS40RXPR-075 3/4”  Clear
CGS40RXPR-100 1.0” Clear
CGS40RXPR-150 1-1/2” Clear
CGS40RXPR-200 2.0” Clear
CGS40RXPR-250 2-1/2” Clear
CGS40RXPR-300 3”  Clear
CGS40RXPR-400 4”   Clear
CGS40RXPR-500 5” & 6” Clear
CGS40RXPR-800 8”  Clear
CGS40RXPR-1000 10” Clear
CGS40RXPR-1200 12” Clear

Platinum Cured Silicone – Clear
Part Number Size Color
CGS40RXPX-050 1/2”  Clear
CGS40RXPX-075 3/4”  Clear
CGS40RXPX-100 1.0” Clear
CGS40RXPX-150 1-1/2” Clear
CGS40RXPX-200 2.0” Clear
CGS40RXPX-250 2-1/2” Clear
CGS40RXPX-300 3”  Clear
CGS40RXPX-400 4”   Clear
CGS40RXPX-500 5” & 6” Clear
CGS40RXPX-800 8”  Clear
CGS40RXPX-1000 10” Clear
CGS40RXPX-1200 12” Clear

Platinum Cured Silicone – White
Part Number Size Color
CGS40RXPX-W-050 1/2”  White
CGS40RXPX-W-075 3/4”  White
CGS40RXPX-W-100 1.0” White
CGS40RXPX-W-150 1-1/2” White
CGS40RXPX-W-200 2.0” White
CGS40RXPX-W-250 2-1/2” White
CGS40RXPX-W-300 3”  White
CGS40RXPX-W-400 4”   White
CGS40RXPX-W-500 5” & 6” White
CGS40RXPX-W-800 8”  White
CGS40RXPX-W-1000 10” White
CGS40RXPX-W-1200 12” White

½" to 12"

    Industry Standard
    Leak Free Seal
    Meets ASME – BPE Standards
    Comes in most types of sanitary materials

    Connection is Current Good Manufacturing Practice (CGMP)
    Most common type of connection speci�ed by engineering �rms
    Connection recognized by FDA, USP, 3A, USDA
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OUTSIDE  BEAD 

BEAD
CENTER

INSIDE BEAD.085 .205.075

BEAD HEIGHT

CROSS SECTION PROFILE - APPROXIMATE DIMENSIONS

I.D.

1/2” .370  .992
3/4” .620  .992
1” .870  1.485
1.5” 1.370      1.984
2” 1.840      2.516     
2.5” 2.250      3.047
3” 2.750 3.579
4” 3.834 4.682
6” 5.782 6.562
8” 7.795 8.555
10” 9.705 10.545
12” 11.735 12.535 

O.D.I.D.

795 Commerce Dr. #12  Venice, FL 34292 


